
Canyon MWA Antennas 

TRUE SPHERICAL SERIESTRUE



14G & 15G available
Stainless Steel Shaft with Shrinkable Film

Multi-reinforcement Segmented
Ceramic Tip

Fully Water Cooled Antenna

Triangular Design

Canyon MWA Antennas - Spherical Series  (2450MHz)

REF. Diameter Active Tip Shaft Length Temperature Monitoring

KY-2450B-QT 14G 25mm 200mm √

KY-2450B-QT1 14G 25mm 100mm √

KY-2450B-QT2 14G 25mm 150mm √

KY-2450B-QT3 14G 25mm 250mm √

KY-2450B-QT4 15G 25mm 100mm √

KY-2450B-QT5 15G 25mm 150mm √

KY-2450B-QT6 15G 25mm 200mm √

KY-2450B-QT7 15G 25mm 250mm √

• Patented radiation control technology and fully cooled antenna guarantee ultra 
spherical shape of ablation zone. 

• Enhanced safety, an excellent benefit of strength and stiffness.
• Perfect and smooth puncture movement, and effectively avoid tissue adhesion
• Echo enhancement design for better visibility.
• Available in φ14G and φ15G with different length.

Main Features:

Ordering and Specifications:



2.5cm*2.6cm*0.1cm
3.2cm*3.4cm*0.4cm

5mins 
10mins

5mins 
10mins

2.9cm*3.1cm*0.2cm
3.8cm*3.9cm*0.5cm

3.3cm*3.4cm*0.3cm
4.3cm*4.2cm*0.6cm

5mins 
10mins

60w 80w 100w

Note: Coagulative performance by 14G MWA antenna carried on ex-vivo porcine liver.
The actual ablation dimensions in in-vivo tissues may differ from such static laboratory results. 

Coagulative Performance
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